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COTTAGE  
PRIMED VERTICAL ETCH GLAZED 
– INTERNAL DOOR

SPECIFICATIONS

Veneer Species: 
MDF double coat primed

Veneer Thickness: 
2.5mm 

Edge Lippings: 
8mm paint grade timber

Top & Bottom Lippings:
8mm paint grade timber

Panel Thickness:
35mm Particle board

Profile:
10mm x 10mm U groove

Stile & Rail Core:
Particle board 

Construction:
Tongue & groove joint with dowel and 
glue 

Glazing:
4mm clear toughened with etch bars

Packaging:
Shrinkwrap with plastic edge corner 
protectors. 
A4 paper fitting instruction
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1981 x 838 x 35

1981 x 762 x 35
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1981 x 120 x 35

(G + 20) x 117 x 35
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(G + 20) x 185 x 35Bottom Rail13

1697 x (G + 18) x 35Panel14
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PRIMED DORDOGNE PANEL
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DIR 13 **

HDN 129

MODIFICATION DATE INITIALS

HOWDENS FOR COSTUMER PURPOSE

1 Change Top to 117 instead 120 10 nov 2011 TC

2 Change panel to 35mm PB core
instead 22 mdf 10 nov 2011 TC
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5 year guarantee 
against manufacturing 
defects

Year Guarantee
MANUFACTURING
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